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1. GENERAL DESCRIPTION

1.1. INTRODUCTION

FO57RET-T71 is a 5.7” color active matrix TFT LCD module GO57VNO01 V2
(97.05G02.200) with 5 wires Analog Resistive touch panel BO57R5U-E01 air bounding.

The display format is intended to support the VGA mode (640(H) x 480(V)) screen and
262K colors (LVDS 6-bits) and LED driving circuit for backlight built in PCBA.

1.2. FEATURES

® |ndustrial application
® ROHS product

1.3. APPLICATION

® |ndustrial application

1.4. GENERAL SPECIFICATIONS

Parameter Specification Unit Remarks

Active Area Size 5.7 inch

Display Area 115.2 (H) x 86.4 (V) mm

Outline Dimension 144.0 (H) x 104.6(V) x 14.288 (D) mm | D:PCAP+LCM

Weight 190 g Typ.

Driver Element a-Si TFT active matrix -

Display Colors 262k Colors

Electrical Interface CMOS 6-bit parallel RGB -

Number of Pixels 640 (H) x 480 (V) pixels

Pixel Pitch 0.18 (H) x 0.18(W) mm

Pixel Arrangement RGB vertical stripe -

Display Mode TN, Normal White -

Color Gamut 50 (Typ.) %

Touch Technology 5 wires Analog Resistive -

Touch Method Finger or Stylus -
Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235, Taiwan
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2. ABSOLUTE MAXIMUM RATINGS

The followings are maximum values which, if exceed, may cause faulty operation or damage

Product Specification

FOS7RET-T71

to the unit.
Parameter Symbol Min. Max. Unit
Logic/LCD Drive Voltage Vces -0.3 +3.6 \Y
EDID Drive Voltage VEDID -0.3 +3.6 \Y
Converter Input Voltage Viep -0.3 23 \Y
Converter Control Signal Voltage Vewm -0.3 8 Vv
Converter Control Signal Voltage VLED on/off -0.3 8 Vv
Operating Temperature Top -10 +70 °C
Operating Humidity Hop 20 80 %RH
Storage Temperature Tst -30 +80 °C
Storage Temperature Hst 20 90 %RH
Touch DC Supply Voltage USB_Vbop -0.3 6 V
Note: Maximum Wet-Bulb temperature should be 39°C and no condensation.
3. ELECTRICAL CHARACTERISTICS
3.1.LCD MODULE
3.1.1. POWER SPECIFICATION
G065VNO01 V2 Input specifications are shown as follows:
Parameter Symbol | Min. | Typ. | Max. Unit Remark
Logic/LCD Drive Voltage VDD 3 3.3 3.6 \%
All Black Pattern
VDD Current lvop - 140 155 mA
(VCCS=3.3V at 60Hz)
LCD Inrush Current lrush - - 1.5 A Note 1
All Black Pattern
VDD Power Pvbb - 0.5 0.55 w
(VCCS=3.3V at 60Hz)
Allowable Logic/LCD Drive All Black Pattern
VDDyp - - 100 | mVp-p
Ripple Voltage (VCCS=3.3V at 60Hz)
Taiwan Screen Optronics Co., Ltd 6F.,N0.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235, Taiwan
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Notes 1: Measurement condition
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3.1.2. LVDS DC ELECTRICAL CHARACTERISTICS
Input signals should be low or Hi-Z state when VDD is off.
ltem Symbol Min. Typ. Max. Unit Remark
Logic Input Voltage for Display High VIH 0.7vDD - VDD \
Signals Low VTL 0 - 0.3vDD \
High VIH 0.7vDD - VDD V
Input Voltage for RL/UD
Low VIL 0 - 0.3vDD \
Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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3.2.LCD BACKLIGHT UNIT

Following characteristics are measured under stable condition using a LED driving board at 25°C

(Room Temperature)
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Symbol Parameter Min. Typ. | Max. | Units | Remark
VLED Input Voltage 9 12 20 V
lLep Input Current - 0.27 | 0.297 | A | Vieo=12V,Drum=100%
PLeD Power Consumption - 3.24 3.56 W Viep=12V,Dpwm=100%
lrushiep Inrush Current - - 1.5 A Viep=12V,Dpwm=100%
Dimming control Voltage High 2.0 3.3 55 AV
Vewm DIM I
Dimming control Voltage Low - - 0.2 V
Note 1, 2
FpwMm Dimming Frequency 200 30K Hz
Dewm Dimming duty cycle 1 100 %
On Control Voltage 2 3.3 5.5 \%
VLeo onor Off Control Voltage - - 0.8 V Note 3, 4
le LED Forward Current 80 mA | Ta=25°C
VE LED Forward Voltage 35.0 40.0 IF=80mA, Ta=25°C
PLED LED Power 2.8 3.2 w
Operating Life 50000 - - Hrs | Note 5,6

Note 1: PWM dimming function can be operated by PWM signal. PWM duty cycle can adjust white
Luminance. (PWM High: ON and PWM Low: OFF)

Note 2: PWM signal could not be floating and pull-down to ground when waiting.

Note 3: Enable (Viep onoff) must be turn on late than Vi ep and PWM Signal.

Note 4: Enable (VLep onoff) must be turn off early than Viep and PWM Signal.

Note 5: If GO57VNO1 V2 module is driven by high current or at high ambient temperature & humidty
condition. The operating life will be reduced.

Note 6: Operating life means brightness goes down to 50% initial brightness. Minimum operating
life time is estimated data.

Note 7: See Section 3.6 for LED Backlight Unit Interface Signal Description

6F.,N0.87, Lide St.,Jhong-he Dist.,
New Taipei City 235,Taiwan

Taiwan Screen Optronics Co., Ltd
TEL: 886-2-82275490 FAX: 886-2-32347264
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3.3.LCD BLOCK DIAGRAM

LED Light Bar

Taiwan Screen Optronics Co., Ltd 6F.,N0.87, Lide St.,Jhong-he Dist.,

TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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3.4.TOUCH PANEL
NO. ltem Specification
1 Supply Voltage DC 5V
2 Circuit Resistance X : 20~500Q), Y : 20~500Q) (See Figure 1)
3 Linearity X=15%,Y=1.5%
4 Response s 20ms
5 Insulation 2 20MQ/ 25V DC
6 Voltage damage No acting damage at DC 50V/60sec.

Linearity: (1) Short RT and RL (or short RL and LL).
(2) To apply voltage DC 5V.
(3) To short LT and LL (or short RT and LT).
)
)

(4) To apply grounding.

(5) To draw point along Lx and Ly at 5.0mm intervals within pattern area and

detect the voltage at SG.

(6) To measure the voltage differences between RT and LT (or RT and RL)

LR

Voltage(V) <

L La
Distance(mm)

Linearity must meet the electrical Characteristic Specified in section 3.4

Taiwan Screen Optronics Co., Ltd
TEL: 886-2-82275490 FAX: 886-2-32347264
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3.5.LCD INPUT TERMINAL PIN ASSIGNMENT (CN1)

Taiwan Screen Optronics Co., Ltd
TEL: 886-2-82275490 FAX: 886-2-32347264

Vo
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Pin No. Symbol Pin Description
1 GND Ground
2 DOTCLK | Dot clock
3 NC NC
4 NC NC
5 GND Ground
6 RO Red data (LSB)
7 R1 Red data
8 R2 Red data
9 R3 Red data
10 R4 Red data
11 R5 Red data (MSB)
12 GND Ground
13 GO Green data (LSB)
14 G1 Green data
15 G2 Green data
16 G3 Green data
17 G4 Green data
18 G5 Green data (MSB)
19 GND Ground
20 BO Blue data (LSB)
21 B1 Blue data
22 B2 Blue data
23 B3 Blue data
24 B4 Blue data
25 B5 Blue data (MSB)
26 GND Ground
27 DE Data Enable Signal
28 VDD Power supply (3.3V Typ. ONLY)
29 VDD Power supply (3.3V Typ. ONLY)
30 R/L Horizontal reverse scan (Low or NC—Normal ; High—Right & Left Reverse Scan)
31 u/D Vertical reverse scan (High or NC-»Normal ; Low—-Up & Down Reverse Scan)
32 NC NC
33 GND Ground

Note 1: “Low” stands for OV. “High” stands for 3.3V. “NC” stands for “No Connection”

6F.,N0.87, Lide St.,Jhong-he Dist.,
New Taipei City 235,Taiwan
10 of 24
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Connector : Starconn, 089H33-000100-G2-R, compatible with
IMSA-9637S-33Y902 & ELCO 08-0610-033-340-800+

3.6.LED BACKLIGHT UNIT (CN2) :
Backlight Connector : JST, SM06B-SRKS-G-TB, compatible with

JST, SM06B-SRSS-TB (LS) (SN)
Mating Connector : JST, SHR-06V-BKHF-B or compatible

Pin # Symbol
1 Vieo
2 | Ve
3 GND
4 GND
5 PWM DIM
6 LED ON/OFF

PIN 1 definition of CN1 and CN2

e
Bumd _ — — — —
s
il
)

I_I-
[ =

=W
A

i

MOL BAR COOE

BLU BAR CODE

(

-l

[Frl

( Rear side of TFT-LCD )

Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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3.7.TOUCH DRIVER PIN ASSIGNMENT

FPC

Pin Definition

UR

LR

SG

UL

albh|IwWIN|-

LL

Touch Driver Board : ETP-MB-MER4050UEGB (optional)

4. LCD SIGNAL CHARACTERISTIC
4.1.PIXEL FORMAT IMAGE

Following figure shows the relationship between input signal and LCD pixel format.

st
Pixel

430w
Line

&3gm 640
Pixel Pixel

1
Line

Taiwan Screen Optronics Co., Ltd

TEL: 886-2-82275490 FAX: 886-2-32347264
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4.1.1. SCANNING DIRECTION

The following figures show the image seen from the front view. The arrow indicates the

direction of scan.

e [®

RiL=Low or NC; U/D=High or NC RIL=High: U/D=High or NC
A i
R/L=Low or NC; U/D=Low R/L=High; U/D=Low

Note 1: LCD interface signal description is shown in section 3.5.

Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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4.2.THE LCD INPUT DATA FORMAT
This product displays 262,414 colors in terms of the 64 grey levels on RGB respectively. The

following table demonstrates the display of input data.
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Data Signal
Color Red Green Blue
R5 |R4 [R3 |R2 |[R1 [RO | G5 [G4 | G3 | G2 [G1 | GO |B5 B4 | B3 (B2 [(B1 | BO
Black 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Red 1 1 1 1 1 1 0 0 0 0 0 0 0 0 0 0 0 0
Green 0 0 0 0 0 0 1 1 1 1 1 1 0 0 0 0 0 0
Basic Blue 0 0 0 0 0 0 0 0 0 0 0 0 1 1 1 1 1 1
Colors Cyan 0 0 0 0 0 0 1 1 1 1 1 1 1 1 1 1 1 1
Magenta 1 1 1 1 1 1 0 0 0 0 0 0 1 1 1 1 1 1
Yellow 1 1 1 1 1 1 1 1 1 1 1 1 0 0 0 0 0 0
White 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Red (0)/Dark 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Red (1) 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0
Red (2) 0 0 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0
Gray
Scale of
Red
Red (61) 1 1 1 1 0 1 0 0 0 0 0 0 0 0 0 0 0 0
Red (62) 1 1 1 1 1 0 0 0 0 0 0 0 0 0 0 0 0 0
Red (63) 1 1 1 1 1 1 0 0 0 0 0 0 0 0 0 0 0 0
Green (0)/Dark 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Green (1) 0 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0
Green (2) 0 0 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0
Gray
Scale of
Green
Green (61) 0 0 0 0 0 0 1 1 1 1 0 1 0 0 0 0 0 0
Green (62) 0 0 0 0 0 0 1 1 1 1 1 0 0 0 0 0 0 0
Green (63) 0 0 0 0 0 0 1 1 1 1 1 1 0 0 0 0 0 0
Blue(0)/Dark 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Blue (1) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1
Blue (2) 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0
Gray
Scale of
Blue
Blue (61) 0 0 0 0 0 0 0 0 0 0 0 0 1 1 1 1 0 1
Blue (62) 0 0 0 0 0 0 1 1 1 1 1 0
Blue (63) 0 0 0 0 0 0 0 0 0 0 0 0 1 1 1 1 1 1
Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
Vo 14 of 24
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4.3.LCD INTERFACE TIMING
4.3.1.LCD TIMING CHARACTERISTICS
DE mode only
Signal Symbol Min. | Typ. | Max. | Unit Remark
Clock frequency (DOTCLK) 1/Tclock | 23.9 | 25.2 | 34.2 | MHz | Note 1
Setup Time Tdsu 8 - - ns RL,GL,BL
Data
Hold Time Tdhd 8 - - ns |toDCLK
DE Setup Time Tesu 8 - - ns
Period Th 770 | 800 | 1000
Horizontal
Active Thp 640 TcLock | Note 1
Section
Blanking Ths 130 160 360
Period Tv 516 | 525 | 570
Vertical
_ Active Tvp 480 TLine | Note 1
Section
Blanking Tvs 36 45 90

Note 1: Recommended frame rate is 60 Hz.

"

Tdew { Tdhd .
Data 7o i
4 Fird it 2nd datey X
30 R

X

el

DEN g

¥

Taiwan Screen Optronics Co., Ltd
TEL: 886-2-82275490 FAX: 886-2-32347264
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4.3.2.LCD INPUT TIMING DIAGRAM

TeLoek Input Timing Definition { DE Mode)
DOTCLK ‘ ‘ ‘ ‘ ‘
!
nput \/ vaik )i/ Pixel >/ Pixel |/ Pixel \/ Pixel . Pixel '/ il >/ Pixe >/P
DE o 2] >
Tha Tho
|« >
Tw
DE - >
Tye H H

o

N i
e

L e
 E—
——

Ty

4.4.POWER SEQUENCE FOR LCD

VDD power, LCD interface signals and backlight on/off sequence are shown in the

following chart. Signals from any system shall be Hi-Z state or low level when VDD is off.

VDD:

Signal

VLED«

Back light dimming-

Back light on/off.

Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,

TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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Power ON/OFF sequence timing
Parameter Value Unit
Min. Typ. Max.
T1 0.5 - 10 ms
T2 30 40 50 ms
T3 200 - - ms
T4 0.5 - 10 ms
T5 10 - - ms
T6 10 - - ms
T7 0 - - ms
T8 10 - - ms
T9 - - 10 ms
T10 110 - - ms
T11 0 16 50 ms
T12 - - 10 ms
T13 1000 - - ms

ON/OFF sequence should be applied to avoid abnormal function in the display. Please make sure to
turn off the power when you plug the cable into the input connector or pull the cable out of the

connector.

17 of 24
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5. OPTICAL CHARACTERISTICS

The optical characteristics are measure under stable condition at 25°C (Room Temperature).

ltem Unit Conditions Min. | Typ. | Max. Remark

White Viep=12V, Dpwm=100%

Luminance ca/m? (Center point) o2 700 ) Note 1

Uniformity % 5 points - 1.3 | Note 1,2,3

Contrast Ratio 500 800 - Note 4
Rising - 15 20

Response Time ms Falling - 10 15 Note 5
Rising + Falling - 25 35

Horizontal CR=10, Right | 70 80 -
Horizontal CR=10, Left 70 80 -
View Angle degree : Note 6
Vertical CR=10, Upper 60 70 -

Vertical CR=10, Lower 60 70 -

White x 0.263 | 0.313 | 0.363
White y 0.279 | 0.329 | 0.379
Color/ Red x 0.499 | 0.549 | 0.599
Chromaticity Redy 0.264 | 0.314 | 0.364
Coordinates Green x 0.279 | 0.329 | 0.379
(CIE 1931) Greeny 0.548 | 0.598 | 0.678
Blue x 0.106 | 0.156 | 0.206
Blue y 0.068 | 0.118 | 0.168
Color Gamut % - 50 -

Note 1: Measurement method
Equipment : Pattern Generator, Power Supply, Digital Voltmeter, Luminance meter

(SR_3 or equivalent) —

Aperture : 1° with 50cm viewing distance
. LCD Module
Test Point : Center | DO [ SR 3or
Environment : < 1 lux = L2
 "measuring rjistaﬁg|
I |
Module Driving Equipment
Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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Note 2: Definition of 5 points position (Display active area: 115.2 mm (W) x 86.4 mm (H)
W

W 4 W4 W4 W4

_ | |
WL_'_' O—-— - -——D—-—-—

=

j! |
:_ME...‘2 }
T |
] 1
|
|

_ __C:E,:: o ]

Note 3: The luminance uniformity of 5 points is defined by dividing the maximum luminance

value by the minimum luminance value at full white condition.

Maximum Brightness of five points

oOws —
" Minimum Brightness of five points

Note 4: Definition of contrast ration (CR)

Brightness @ “White” state
Brightness @ “Black” state

Contrast ratio (CR) =

Note 5: Definition of response time
The output signals of photo detector are measured when the input signals are changed from
“‘white” to “Black” (falling time) and from “Black” to “White” (rising time), respectively. The

response time interval definition is between 10% and 90% of amplitude. Please refer to the figure

as below.
Yo Tf Tr
> [— — P [—
100 B /-'—
90
Optical White Black White
response
10
0 ]
Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235,Taiwan
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Note 6: Definition of viewing angle

Viewing angle is the measurement of contrast ration 2 10, at the screen center, over 180°
horizontal and 180° vertical range.

The 180° horizontal (6., 6r) and 180° Vertical (®n, PL ) range are illustrated as following

figure.
MNormal Line
¢. = [}01 0 =uo
12 O'clock
direction
v on = 90°
————
6 O'clock Y’ \/{ X
direction
d1 2 90" 0r =50°
Taiwan Screen Optronics Co., Ltd 6F.,No.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235, Taiwan
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6. RELIABILITY TEST ITEMS
Test Item Condition
1 High temperature storage test 80°C, 240hrs
2 Low temperature storage test -30°C, 240hrs
3 High temperature/Humidity operation test | 40°C, 90%RH, 240hrs
4 High temperature operating test 70°C, 240hrs
5 Low temperature operation test -10°C, 240hrs
6 Thermal Cycle storage test -30°C(30min)~80°C(30min), 10cycles
7.LABEL
Model NO. FOS57RET-T71 L=32mm
1R B FOS7RET-T71
SN 3A 202 21 0 XXX1 xxlxxxxxxxxxx W=14mm

code 1,2 Production location
code 3,4 Production year

code 5, Production month
code 6,7 Production day

code 8 Production code

code 9,10,11,12 Serial number

Taiwan Screen Optronics Co., Ltd
TEL: 886-2-82275490 FAX: 886-2-32347264
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8. MECHANICAL CHARACTERISTICS
Item Dimension Unit Note
Horizontal 126.2 mm
RTP :
Vertical 99.4 mm
BO65R5U-E01
Outline Depth (min.) 1.4 mm
Dimension | Horizontal 144.0 mm LCD :
Vertical 104.6 mm G057VNO01 V2
Depth (min.) 12.3 mm (97.05G02.200)
Weight 190 g FOS57RET-T71
ltem Specification Remarks
RTP Viewing Area 117.2 mm x 88.4 mm
RTP Sensor Area 115.2 mm x 86.4 mm
RTP FPC Length 85.0 mm
RTP Input method Stylus or Finger
RTP Light Transmission (BYK Gardner, 550nm,
80% % 3%
ASTM D1003)
RTP Operation force < 50g (R0O.8 Touch Pen)
RTP Hardness of surface > 3 (ASTM D3363,
B pressure 750g/45°)
RTP Static Load 250g within 10 cm2 area for 30 sec
Impact at center area one time, no (®13.0 DIA. Steel
RIS damage. Ball/9g, Height=30cm)
Taiwan Screen Optronics Co., Ltd 6F.,N0.87, Lide St.,Jhong-he Dist.,
TEL: 886-2-82275490 FAX: 886-2-32347264 New Taipei City 235, Taiwan
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9. ENGINEERING DRAWING
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